




OUTPUT ø TOTAL LENGTH SOCkeT LUMINOUS  FLUX UNIT ORDER NO.

58 W 26 mm 1500 mm G 13 3350 lm 10 pieces 450 058 182

36 W 26 mm 1200 mm G 13 2150 lm 10 pieces 450 036 242

PRESS + PROOF TECHNICAL DATA

1 �The metameric index in the visible  (MVIS) and ultraviolet  (MUV) range describes the color difference between pairs and color samples that is 
observed when the illumination type changes. When illuminated with the standard spectrum D50 the color pairs do not show any color difference, 
the colors are perceived to be the same, i.e. the metameric indices are equal to zero. The smaller the indices with artificial light, the closer D50 is 
approached and the more reliable and suitable the light source is for color matching. 

2 �Restriction of the use of certain hazardous substances (2002/95/EC)

18 W 26 mm 590 mm G 13 900 lm 10 pieces 450 018 242

Product features:

•	 �Lamps developed especially for color 
adjustment systems 

•	 �For critical color matching conditions 
P1 according to ISO 3664:2009 

•	 �MVIS ≤ 1,0 und MUV ≤ 1,51

•	 Excellent color reproduction  Ra > 98
•	 Color temperature: 5000 Kelvin
•	 �System adapted lamp – Fogra certification 

for Waldmann 			 
systems (lamp and lighting fixture)

•	 �Recommended lamp exchange 
after 2,500 h

 
 
•	 Environmentally friendly and fully 	 	
	 recyclable
•	 �Considerably lower mercury content 

than demanded by RoHS 2 

FLUORESCENT LAMP SETS
NEW STANDARDS

IN WALDMANN COLOR PROOFING SYSTEMS ACCORDING TO ISO 3664:2009

Spectral light distribution with new,
improved UV fraction

Metameric index of the color proofing
system ALAE 436
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www.waldmann.com

HEADQUARTERS GERMANY
Herbert Waldmann GmbH & Co. KG
Postfach 50 62
78057 Villingen-Schwenningen
GERMANY
Telephone +49 7720 601-100
Fax +49 7720 601-290
www.waldmann.com
info@waldmann.com

FRANCE
Waldmann Eclairage S.A.S.
Zone Industrielle
Rue de l’Embranchement
67116 Reichstett
FRANCE
Telephone +33 3 88 20 95 88
Fax +33 3 88 20 95 68
www.waldmann.com
info-fr@waldmann.com

ITALY
Waldmann Illuminotecnica S.r.l.
Via della Pace, 18 A
20098 San Giuliano Milanese (MI)
ITALY
Telephone +39 02 98 24 90 24
Fax +39 02 98 24 63 78
www.waldmann.com
info-it@waldmann.com

THE NETHERLANDS
Waldmann B.V.
Lingewei 19
4004 LK Tiel
THE NETHERLANDS
Telephone +31 344 631019
Fax +31 344 627856
www.waldmann.com
info-nl@waldmann.com

AUSTRIA
Waldmann Lichttechnik Ges.m.b.H.
Gewerbepark Wagram 7
4061 Pasching/Linz
AUSTRIA
Telephone +43 7229 67400
Fax +43 7229 67444
www.waldmann.com
info-at@waldmann.com

SWEDEN
Waldmann Ljusteknik AB
Skebokvarnsvägen 370
124 50 Bandhagen
SWEDEN
Telephone +46 8 990 350
Fax +46 8 991 609
www.waldmann.se
info@waldmann.se

SWITZERLAND
Waldmann Lichttechnik GmbH
Benkenstrasse 57
5024 Küttigen
SWITZERLAND
Telephone +41 62 839 1212
Fax +41 62 839 1299
www.waldmann.com
info-ch@waldmann.com

UK
Waldmann Lighting Ltd.
Holme Well Road
Middleton
Leeds LS 10 4TQ
West Yorkshire
UK
Telephone +44 113 2775662
Fax +44 113 2775775
www.waldmann.com
enquiries@waldmannlighting.co.uk

USA
Waldmann Lighting Company
9, W. Century Drive
Wheeling, Illinois 60090
USA
Telephone +1 847 520 1060
Fax +1 847 520 1730
www.waldmannlighting.com
waldmann@waldmannlighting.com

CHINA
Waldmann Lighting Shanghai Pte. Ltd.
Part A, No. Five Normative Workshop
199 Changjian Road, Baoshan
Shanghai, P.R.C. 200949
CHINA
Telephone +86 21 5169 1799
Fax +86 21 3385 0032
www.waldmann.com
s.lo@waldmann.com.cn

SINGAPORE
Waldmann Lighting Singapore Pte. Ltd.
168, Jalan Bukit Merah,#04-09B,
Connection One, Tower 3
SINGAPORE 150168
SINGAPORE
Telephone +65 6275 8300
Fax +65 6275 8377
www.waldmann.com
sales@waldmann.com
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